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UNCLE SAM’S EXPERIENCE WITH PAINTS. 
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‘¢A fellow who has to keep his eye on so many people 
and places as I have, never has much time for talk ; but things 
are pretty well ship-shape again, and I guessI can spare you a 
few minutes. And, come to think of it, there is nothing bet- 
ter to talk about than this very matter of getting shipshape. 
This being in a scrap rather knocks the paint off in places, 
and I couldn’t rest until I had tidied up. For the last few 
months I have been using the paint-brush, and now my navy 
loOkGebetter, tian, it--ever did’; Besides, 1 have 
been furbishing up the new places that have come 
under my flag and feel that I have repaid the 


people for any inconvenience I may have put 


them to while. bringing them into line and giving 
them their freedom. 

‘“‘You should have seen Havana and Santiago when I 
called on them first! Dirty? Weather-beaten? Well, I never 
saw the like of it! The smudge of yellow fever was on every- 
thing, and you could fairly see the microbes, they were so 
| plentiful! But all that is changed now. Even though some 
folks may say that I am wrong in expanding my boundaries, 
I can at least make the defence that wherever I go I introduce 
cleanliness. And for cleanliness there is nothing like paint— 
the dest paint—Pure White Lead and Pure Linseed Oil. I 


emphasize the ‘‘best paint”? because there are all kinds of 
paint, from the best to the kinds that are too bad to be con- 
sidered. And the bad paints do more harm than they do good. 
To begin with, they never look so well, and 
they crack and peel so as to spoil the things 
they are supposed to preserve; besides, a larger 
quantity of them is required to do the same 


work and the cost for labor to apply them 
is increased. So that, while their first cost may be slightly 
less, they are not economical, but are the most expensive to 
use. “Now I have had a great deal of experience with paints 
since I first began to make the world acquainted with my 


own particular brand of ‘‘red 
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to know something about the sub- 
ject. Iam constantly using paints 
on all kinds of public works, and 
I know as well as I know any- 
thing that only one kind of paint is worth using, and that kind 
is Pure White Lead and Pure Linseed Oil. I 
have had all kinds of paints foisted on me since 
I set up housekeeping for myself, over a century 
ago, and I have learned that there are only a 
few things that are worth making paint of, and 
that the best paint must be made from Pure 
White Lead and Pure Linseed Oil. For colors, 
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HOUSE PAINTED WITH PURE WHITE LEAD. 


those made from what are known as ‘‘earth paints” have 
lasting quality, and it is a matter of pride to me that they can 
all be secured within my own boundaries. ‘The chief of these 
are: Umbers, Siennas, and Ochre; while of manufactured 
colors, Venetian Red, Drop Black and Lamp Black are the most 
durable. Itakethese pigments and mix them with Pure White 
Lead and Pure Linseed Oil to get the shade or color required, 
and the paints so produced will last and look well for years. 
‘‘Of course all this sounds very simple, but you will find 
that you cannot accomplish it as easily as you might like. 
There are people who, for their own selfish ends, try to con- 
vince you that there are substitutes for these pure materials 


that will do just as well, but don’t you believe them. 
And I'll tell. you | why. 
‘The reason we use White Lead is that we must 
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FEDERAL BUILDING, CHICAGO. PRESIDENT M’KINLEY LAYING THE CORNER STONE. 
Steel construction, painted with National Lead Co.’s red lead. 
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have some substance that will give the paint the necessary 
opaque body, and when this body has been secured we get 
whatever shade we want by mixing with it the color that will 
make it. Some people have tried to convince me, at different 
times, that other things will do as well as Pure White Lead for 
this body, but I know by expensive experience that this is not 
true, Zine has been tried, but you 
must remember that it has little body 
and is liable to crack and peel off. 
As for Whiting and Barytes, they are 


nothing more nor less than adultera- 


tions. Barytes is simply powdered 

rock, and while it adds weight to the paint, it does not adda 
single desirable quality. As arule, when mixtures of Barytes, 
Whiting, Zinc, etc., are used, the paint will crack 
and peel off, and when a new coat of paint has to 
be applied, whatever remains must either be 
burned or scraped off, which is very expensive— 
more so than applying the paint in the first instance. 
‘¢ Another matter to be borne in mind is the 
part played by Pure Linseed Oil in the making 
of good paints. Its first function is to act as a 


vehicle for the paint, reducing it to a liquid form | 
in which it can be readily applied to the surface. ‘i 

But this is only a small part of the service it performs. Pure 
Linseed Oil dries, not by evaporation, but by absorbing oxygen, 
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waterproof jacket. 


pigments in place. 


and for this reason it acts as a ‘binder’ and holds the 
It sets in an even, elastic way, and 
forms a coat like leather, that will not rub or wash 
off by the action of the weather. In fact, it makes for 
the surface to which it is applied what is really a 
Other oils have been used in 


making paints, but none of them does the work of Linseed Oil. 


Fish oils contain so much fat that they never dry properly, and 


the same objection applies to mineral oils. Another important 


feature of paints made with Pure Linseed Oil and Pure White 


Lead is that after many 
not necessary to burn 
asis the case when the 
the surface will be in 
new coatof paint. The 
the new, and the new 
been applied together. 
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years’ exposure it is 
or scrape the paint off, 
mixtures are used, but 
good condition for the 
old paint will absorb 
will set as if both had 


know, I have had ex- 


of paints since I first 


began to use them, and the knowledge I have has been dearly 


bought and is well worth considering; but I realize now that 


one cannot have too much of a good thing, and, asa result, 


I am every year using larger and larger quan- 
tities of Pure White Lead, Red Lead and Linseed 
Oil. That is the reason why I amnot ashamed to 
have people visit my public buildings and war 


vessels. Don’t you remember how the different fleets looked 
after they got through with the war with Spain? A new coat 
of paint removed all traces of a row, and when Dewey visited 
New York, the Olympia and the 
fleet that welcomed him were a 
credit to the nation they had helped 


so much to make. 


‘‘But now I must get ready to 
paint up Manila and the Philippines, 
as I did Cuba and Porto Rico. It will make the natives feel 
good to have things look spick and span, which was far 
from being their condition before 
we Devans to: patter “them + pand.I 


want all my people to feel good. 


For that reason, I advise all of those 


who are going to have painting done 
to use Pure White Lead and Pure 
Linseed Oil, and to employ a prac- 


tical painter to apply the paint.” 

The brands of White Lead 
shown in this pamphlet are genu- 
ine. They are made by the “‘old 
Dutch process’’ cf slow corrosion. 
They are the best! 

For any color or shade that 
may be required, use the National 
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Lead Company’s Pure White Lead Tinting Colors. They 
are prepared expressly for this purpose. 
NATIONAL LEAD COMPANY. 


The Brands of White Lead shown in this book, and the National Lead Company’s 
Pure White Lead TINTING COLORS, are sold by the best dealers in paints, and by the 


NATIONAL LEAD CO,, ATLANTIC BRANCH, 
roo William St., New York. 
NATIONAL LEAD CO., BOSTON BRANCH, 
89 State St., Boston, Mass. 
NATIONAL LEAD CO., BUFFALO BRANCH, 
Corner Clinton and Oak Sts., Buffalo, N. Y. 
NATIONAL LEAD CO., CLEVELAND BRANCH, 
Canal and Champlain Sts., Cleveland, Ohio. 
NATIONAL LEAD CO., CHICAGO BRANCH, 
Fifteenth and State Sts., Chicago, II. 
NATIONAL LEAD CO., ST. LOUIS BRANCH, ; 
Clark Ave., and Tenth St., St. Louis, Mo. 
NATIONAL LEAD CO., CINCINNATI BRANCH, 
Cor. 7th St and Freeman Ave., Cincinnati, Ohio. 
NATIONAL LEAD CO., LOUISVILLE BRANCH, 
oth St., between Main and River, Louisville Ky. 
NATIONAL LEAD CO., BALTIMORE BRANCH, 
204 Spear’s Wharf, Baltimore, Md. 
NATIONAL LEAD -& OIL’ CO. OF PENNSYLVANIA, 
Second National Bank Building, Pittsburgh, Pa. 


JOHN T. LEWIS & BROS. CO., 
231 S. Front Street Philadelphia, Pa. 


WAREHOUSES: 
DETROIT, MICH., Cor. Wayne and WoodbridgeSts. KANSAS CITY, MO., 1313 and 1315 West zoth St. 
ST. PAUL, MINN., 354-360 East 6th St. NASHVILLE, TENN., 99, ror and 103 Broad St. 
OMAHA, NEB., 1415 Dodge St. NEW ORLEANS, LA., 516 Natchez St. 


National Lead Company, 100 William Street, New York. 


MANUFACTURERS OF é 
White Lead (Dry and in Oil), _Rubbermakers’ Oxides, Brown Sugar of Lead, Lead Sash Weights. 


Red Lead, Colormakers’ Oxides, Lead Pipe, Block Tin Pipe, 
Litharge, Potters’ Oxides, Sheet Lead, Tin Lined Pipe, 
Orange Mineral, Varnishmakers’ Oxides, Glaziers’ Lead, Solder, 
Glassmakers’ Oxides, © White Sugar of Lead, Bar Lead, Babbitt Metal. 


TINTING COLORS, for tinting Pure White Lead. LINSEED OIL (Raw, Boiled 
and Refined). LINSEED OIL CAKE, LINSEED OIL MEAL, CASTOR OLFL. 
Smelters and Refiners of GOLD, SILVER, LEAD and COPPER. 
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